
Ordering guide for C10-P Threaded BSP male Air Release Valves 

Order code IR  (Irrigation)
Valve size 

(inches)
Model C10

P   

(Material)

Surge 

protection

Assisted 

closure

Inflow 

protection
Oracle codes

IR-3/4"-C10-P-S-BP-P IR 3/4" C10 P N/A N/A N/A C10070PSBP100P0-Aus

IR-1"-C10-P-S-BP-P IR 1" C10 P N/A N/A N/A C10010PSBP100P0-Aus

IR-2"-C10-P-S-BP-P IR 2" C10 P C10020PSBP000P0-Aus

IR-2-C10-P-SP-S-BP-P IR 2" C10 P SP
C10020PSBP000P0-Aus  

8820C80350 

IR-2-C10-P-AC-S-BP-P IR 2" C10 P AC
C10020PSBP000P0-Aus     

8620C30031

IR-2-C10-P-IP-S-BP-P IR 2" C10 P IP
C10020PSBP000P0-Aus    

8620C80250

All valves PN12 fitted standard with plug in lower body for gauge or pressure check point fitting

3/4" & 1" valves with 1/8" BSP, 2" with 1/4" BSP

3/4" and 1" Valve 2" valve 2" valve c/w SP/AC/IP


